- |
-
P w—
W —
-
J—F
b _J
I - —
| - -
! — S
i S —
) S -
N S — — 74
L_J __J _J ;o Y Y SN Y A A
? v—— T T Sy — - —y
J_J 7 F N S Y Y S Y Y Y
| p—— y S S S Y S S Y Y
==
r ——
} —
| — —
ll' IIIIII
= ==
== s e s ===
‘%’. = = ==
: =

s ©f

| p—

AMF METAL
Open Cell
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Features

» AMF METAL Open Cell ceiling system
masks the plenum and creates a
contemporary homogeneous visual

= Lay-In panel system that is fast and easy
to install in 15mm Slimline exposed Tee
grid

= Provides 100% accessibility to plenum
space and mechanical services

= Available in 2 size module sizes and two
cell designs

= Available in standard white or Black, Silver
Grey or custom RAL powdercoat finishes
upon request

= Ideal for shops, supermarkets, shopping
malls, entrance areas, airports, railway
stations and showrooms



AMF METAL Open Cell

Panel Options
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Suspension system

Slimline 15mm Tee Grid complete with SCDGSF suspension clip and Item BPCS300F looped wire
as per Installation Instructioins. Refer to AMF Metal Open Cell installation guide.

Material

Aluminum

Patterns

Cell Size: 100 x 100 x 38mm Cell Size: 150 x 150 x 38mm
Open Area: 72% Open Area: 81%
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T,| Dimensions (mm) 600 x 600 9004MF 9006MF
(L) 1200 x 600 9014MF 9016MF
Infill Panels BP6107F BP6108F
& Weight Approximately 2.0 kg/m?
!’, Colour
/ D IIIII
d:D Humidity resistance RH99

@ Fire resistance

Conforms with NCC Spec. C1.10 as tested to AS5637.1:2015 - Group 1, and ISO 5660 - Group 1-S

Cleanability
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Contact
p. +612 8198 9900

Notes: Some items are available based on a minimum order quantity. Other sizes available upon
request. Contact your AMF Representative for more information

e. info@amfceilings.com.au

w. amfceilings.com.au
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